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GENERAL MAINTAINERS

Optimare1

«

GCost-effective
12V battery
maintenance

Smart voltage & current control

L 2

3 4 PLUG-IN CASE

_ DUSTPROOF
OptiMate
maintenance

Low Volt
Start (4V)

Controlled
CHARGE

OPTIMIZE

" CHARGING AMPS 0.6A )
USE INDOOR t°min: -4°F / -20°C
SAVE Low volt start 4V
sf WA AW
IDEAL FOR 0 ° o
STD| [I] [GEL] 2 - 30Ah
- ~ —
CABLE o
ACCESSORIES ’#3
& 4 small
\_ J
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GENERAL MAINTAINERS

Optimare2

«

Advanced
12V battery
maintenance

Smart voltage & current control
Charges flat batteries from 2 Volt

1 2 3 4 WEATHERPROOF
CASE

Low Volt Controlled OptiMate with WALL MOUNTS
Start (2V) CHARGE OPTIMIZE maintenance

" CHARGING AMPS 0.8A )
USE INDOOR / OUTDOOR t°min; -4°F / -20°C
SAVE Low volt start 2V

IDEAL FOR

CABLE
ACCESSORIES
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POWER SPORT

Optimate3

Most TRUSTED
battery charger
in power sports

Recovers sulfated batteries
TEST after charging

1

«

4

Turbo
SAVE

Low Volt Controlled
WEATHERPROOF
Start (2V
art (2V) CHARGE CASE
with WALL MOUNTS
TEST after OptiMate
OPTIMIZE CHARGE maintenance
" CHARGING AMPS 0.8A N
USE INDOOR / OUTDOOR t°min: -4°F / -20°C
SAVE Low volt start 2V + 2 step desulfation recovery
4% 6% g <=
IDEAL FOR sasses @5
STD 3 - 50Ah
CABLE R c1 Q
ACCESSORIES
N J
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POWER SPORT

OptimaTE3 X2

DUAL BANK

Most TRUSTED x2 TM-451
battery charger bua. sanx
in power sports

Independent charge banks

Charge series connected batteries VEATgEgEPROOF
th WALL MOUNTS
Low Volt Controlled
Start (2V) CHARGE
TEST after OptiMate
Al CHARGE maintenance
" CHARGING AMPS 0.8A )
USE INDOOR / OUTDOOR t°min: -4°F / -20°C
SAVE Low volt start 2V + 2 step desulfation recovery
4% 6% g <=
IDEAL FOR e @ -
STD 3 - 50Ah
CABLE N 21 .
ACCESSORIES
(per bank)
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POWER SPORT

Optimate3 X4

QUAD BANK

Most TRUSTED TM-455
battery charger aww mx ;
in power sporis

Independent charge banks
Charge series connected batteries

WEATHERPROOF
Low Volt Turbo CASE
Start (2V) SAVE with WALL MOUNTS
Controlled TEST after OptiMate
CHARGE LNaE CHARGE maintenance
" CHARGING AMPS 0.8A )
USE INDOOR / OUTDOOR t°min: -4°F / -20°C
SAVE Low volt start 2V + 2 step desulfation recovery

IDEAL FOR i@ &% %5 <=
sTD 3 - 50Ah

CABLE - ~N
ACCESSORIES
(per bank)

O

1 \
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POWER SPORT

Optimare4

Most ADVANGED &
TRUSTED

battery charger

in power sports

TESTS before & after charging

STD & BMW CAN-bus programs

Recovers batteries from 0.5V

STANDARD PROGRAM 1

Low Volt TEST before WEAT*(I:E\F;:ROOF

Start (0.5V) charge with WALL MOUNTS
‘ARCTIC’ CABLE

Controlled TEST after OptiMate
CHARGE OPTIMIZE CHARGE maintenance
" CHARGING AMPS 0.8A N
USE INDOOR / OUTDOOR =%  t°min: -40°F / -40°C
SAVE Low volt start 0.5V + 2 step desulfation recovery

& &% %6 <=

IDEAL FOR STD @ 3 - 50Ah

1 Q)

O

CABLE
ACCESSORIES
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POWER SPORT

Optimare4

CAN-bus PROGRAM 2

1

CAN-bus
‘Wake up’

CAN-bus
low volt

TEST
before

CAN-bus
edition

WEATHERPROOF

pulse check CHARGE CASE
with WALL MOUNTS
5 6 ‘ARCTIC’ CABLE
Controlled CAN-bus CAN-bus CAN-bus
PTIMIZE TEST after OptiMate
CHARGE 0 CHARGE maintenance
" CHARGING AMPS 0.8A N
USE INDOOR / OUTDOOR =%  t°min: -40°F / -40°C
SAVE Low volt start 0.5V + deep discharge recovery
({6 (.)sf ‘\\o &‘_
IDEAL FOR -
sTD| [T] [GEL| 3 - 50Ah
CABLE
ACCESSORIES
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AUTO & MARINE

OptimaTeS5

:“

ADVANCED
6V & 12V
bhattery care

Voltmatic 6V/12V selection
Saves sulphated 6V & 12V
batteries

1 2 3 WEATHERPROOF

Voltmatic CASE

Low Volt Turbo

START (1V) CHARGE SAVE with WALL MOUNTS
selection

5 6 7 8
Controlled TEST after OptiMate
CHARGE OPTIMIZE CHARGE maintenance
" CHARGING AMPS 4A@6V/2.8A@ 12V N
USE INDOOR / OUTDOOR t°min: -4°F / -20°C
SAVE Low volt start 1V + 2 step desulfation recovery
sﬁ ' N
IDEALFOR | = seem “® ° °
STD| [T [GEL| 8 - 120Ah
CABLE 3 S S o
ACCESSORIES —2
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AUTO & MARINE

OptimaTeG

o ampimatics

The world’s most
advanced fully
automatic battery
charger

TESTS before & after charging

Recovers batteries from 0.5V

Ampmatic : adjusts to any battery size

1 2 WEATHERPROOF
Low Volt TEST before CASE

ith WALL MOUNTS
Start (0.5V) charge w ARCTIC’ CABLE
5 -
Ampmatic @ anpmatic ll Ampmatic | TEST after OptiMate
Pulse CHARGE OPTIMIZE CHARGE |[Mmaintenance
SAVE
~ i )
CHARGING AMPS 5A Ampmatic
USE INDOOR / OUTDOOR t°min: -40°F / -40°C
SAVE Low volt start 0.5V + 2 step desulfation recovery

IDEAL FOR 0% =5
STD 3 - 240Ah

CABLE N c 11 a
ACCESSORIES
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12V STARTER & DEEP CYCLE

OptimaTeS

—selectl —

The world's most
advanced battery charger
for 12V starter & deep
cycle batteries

Select 14.4V / 14.7V charge modes

Temperature compensated charging

L p

Low Volt TEST before

Start (0.5V) charge WEATHERPROOF

CASE
with WALL MOUNTS
'ARCTIC' CABLE

5
Ampmatic @ ampmatic ll Ampmatic l| TEST after SMART
Pulse OptiMate
Shye CHARGE OPTIMIZE cHarge W CBIAE
(__CHARGING AMPS 5A Ampmatic @ 14.0V / 147V /BA@13.6V )
USE INDOOR / OUTDOOR t°min: -40°F / -40°C
SAVE Low volt start 0.5V + 2 step desulfation recovery
’)\g‘;‘) /1T
IDEAL FOR D “omm=o~
STD| [Te] [GEL| 3 - 240Ah
T\ 11 N .
am(0) |
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12V / 24V STARTER & DEEP CYCLE

OptimaTES

12V-24VD

TM-193

The world’s most -
advanced 12V & 24V -
charger

Select 12V 5A / 24V 2.5A modes
Temperature compensated charging

Ampmatic : adjusts to any battery size

L p 3 4

Volts . .
Automatic [l TEST before i Ampmatic
st o protection charge Pulse WEATHERPROOF

Volt start SAVE CASE
with WALL MOUNTS
5 6 7 8 ‘ARCTIC’ CABLE
SMART
Ampmatic | Ampmatic || TEST after .
charce [l optimiz [l cHARGE [§ Optnate
" CHARGING AMPS 5A@12V/25A @24V Ampmatic b
USE INDOOR / OUTDOOR t°min: -40°F / -40°C
SAVE Low volt start 0.5V (12V) + 2 step desulfation recovery

% = <= Ml -l

IDEALFOR |uussus o
STD 3 - 200Ah (12V) / 1-100Ah (24V)
CABLE T 211 o .
ACCESSORIES

N\




LITHIUM

Optimare

Unique LiFeP04 - TM-471
battery protection

LiFeP0O, Low Volt SAVE

Battery BMS auto reset

Low Volt Ultra LOW

3

LOW VOLT
SAVE /

4

TEST -

WEATHERPROOF
CASE

Start (0.5V) VOLT SAVE ellmonitoring cell damage with WALL MOUNTS
Cell- .
. TEST after OptiMate
bgll_ﬁ{‘:g;sg OPTIMIZE CHARGE maintenance
" CHARGING AMPS 0.8A )
USE INDOOR / OUTDOOR t°min: -4°F / -20°C
SAVE Low volt start 0.5V + 3 step low volt SAVE & TEST
- A
&%
IDEAL FOR ‘
up to 30Ah
CABLE
ACCESSORIES
(per bank)
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LITHIUM

IMATE (174
Opti x4

Unique LiFeP04 = TM-485
battery preparation N @
for DEALERS

Keep batteries 100% ready

4 independent charge banks . . PROCF

CASE

with WALL MOUNTS
Low Volt Ultra LOW L%VXV‘:EOILT
Start (0.5V) VOLT SAVE o cell damage
cellmonitoring
Cell- .
. TEST after OptiMate
bgll_s_{'ggég OPTIMIZE CHARGE maintenance
(" CHARGING AMPS 0.8A )
USE INDOOR / OUTDOOR t°min: -4°F / -20°C
SAVE Low volt start 0.5V + 3 step low volt SAVE & TEST
-
% B
IDEAL FOR ‘
up to 30Ah
CABLE T\ c1 N
ACCESSORIES —
(per bank)
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LITHIUM

Optimare

TM-291

Ultimate LiFeP04

professional
battery charger

WEATHERPROOF
CASE
with WALL
MOUNTS

Battery BMS auto reset
Advanced LiFePQ, low volt SAVE
SafeT° charge range : -20°C - 45°C

Ampmatic : adjusts to any battery size

L p 3 4
Low Volt TEST before Temperature Ultra LOW LOSVXVVEO/LT
Start (0.5V) charge check VOLT SAVE cellmonitoring
6 7 8 9 10
TEST - Cell-balancing TEST after OptiMate
cell damage CHARGE OPTIMIZE CHARGE maintenance
4 _ )
CHARGING AMPS 5A Ampmatic
USE INDOOR / OUTDOOR t°min: -4°F / -20°C
SAVE Low volt start 0.5V + 3 step low volt SAVE & TEST
up to 100Ah
CABLE
ACCESSORIES
(per bank)
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DC TO DC

Optimare

o DC— DC»

Charge your 12V _ -
battery from another -
12V battery!

Charge without AC power
Maintain remote battery

SAVE your ‘dead’ battery

1 2 4 WEATHERPROOF
CASE
Low Volt Turbo Controlled .
) CHARGE e e
5 6 7
TEST after OptiMate
OPTIMIZE CHARGE maintenance
" CHARGING AMPS 2A A
USE INDOOR / OUTDOOR t°min: -40°F / -40°C
SAVE Low volt start 1V + 2 step desulfation recovery

I /T
% =

IDEALFOR | = . n_«
STD 6 - 96Ah

CABLE ’&%
ACCESSORIES o g
4 J

E

O
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SOLAR CHARGER

OpPLiMIATE SOLAR CHARGER

—solarl WITH 6W PANEL —

The world's most efficient 12V TM-524
solar pulse charge system

Smart pulse current control o lohton *“‘@; W“’,’

SAVE your ‘dead’ battery with solar power SRl = hav
y y P CHATEIS g P 2

Controlled SAFE long term maintenance

MAINTAINING (READY) *im/ o e Al
green light flashing Z i

1 INCLUDED:
6W SOLAR PANEL with
TEST Pulse Pulse OptiMate WEATHERPROOF CASE
solar volts SAVE CHARGE Pulse * 0140 12 CHARGE CONTROLLER
& battery (from 1V) maintenance + CABLE ACCESSORIES
" CHARGING AMPS 4-5A peak pulse )
USE INDOOR / OUTDOOR t°min: -4°F / -20°C
SAVE Low volt start 1V Pulse SAVE
sf WA AW
IDEAL FOR “® So=—o~ ° o
sTD| [T (GEL| from 2Ah
CABLE T\ c1 X

l©

ACCESSORIES .
INCLUDED g.—%
N o4 J
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SOLAR CHARGER

Optimare

%

The world's most efficient 12V TM-520
solar pulse charger

Smart pulse current control o lohton 4“‘@; [Z'“’-,’

SAVE your ‘dead’ battery with solar power SRl = hav
y y P CHATEIS g P 2

Controlled SAFE long term maintenance

MAINTAINING (READY) *im/ o e Al
green light flashing Z i

CONNECTS TO YOUR
SOLAR PANEL

INCLUDED:

TEST Pulse OptiMate +0-140 12V CHARGE CONTROLLER
solar volts SAVE Pulse + CABLE ACCESSORIES
& battery (from 1V) maintenance
(" CHARGING AMPS 4-5A peak pulse N
USE INDOOR / OUTDOOR t°min: -4°F / -20°C
SAVE Low volt start 1V Pulse SAVE
-z T
IDEAL FOR % e e
STD from 2Ah
CABLE T c1 S —
ACCESSORIES O |
_ €4 Y,
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SOLAR CHARGER

Optimare
—solarl _
The world's first 6V solar pulse charger TM-521

that works from a std 12V solar panel

Smart pulse current control o lohton *“‘@; W“’,’
SAVE your ‘dead’ battery with solar power CHARGING _<up: MZL:_
red light flashing i

Controlled SAFE long term maintenance
MAINTAINING (READY) *:M/ iz %12\;*
green light flashing = -

CONNECTS TO YOUR ) S
SOLAR PANEL

3 INCLUDED:
+ 0-141 6V CHARGE CONTROLLER
TEST Pulse OptiMate + CABLE ACCESSORIES
solar volts SAVE Pulse
& battery (from 1V) maintenance
" CHARGING AMPS 4-5A peak pulse )
USE INDOOR / OUTDOOR t°min: -4°F / -20°C
SAVE Low volt start 1V Pulse SAVE
sf WA AW
IDEAL FOR JBO om0~ =5
sTD| [T (GEL| from 2Ah
CABLE T c1 S —
ACCESSORIES a0 |
S c4 Y,
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op LIMATE GENERAL
The Battery Saving SPECIFICATIONS

Charger —

AC POWERED BATTERY CHARGERS
Global AC supply range: 100 - 240Vac 50-60Hz

Tested and conforms to electrical safety
and electromagnetic interference requirements
**for North America (Canada & USA).

c

[C

m/ Complies with ROHS lead-free regulations.
California Energy Commission listed.

WARRANTY
Three year product replacement warranty. Find

more information at www.tecmate.com/warranty.

DESIGN
All OptiMate battery chargers are 100% designed by

TecMate.

Optimare

Find the full range of OptiMate Accessories - CABLE,
USB, LED, battery MONITOR and TESTER at

optimatei.com




